
 
 

CITY OF CAMPBELL 
Community Development Department 

 
July 23, 2021 
 

NOTICE OF ADMINISTRATIVE PLANNED DEVELOPMENT PERMIT  
 
Notice is hereby given that the Planning Division of the Community Development Department of the City 

of Campbell has received an application for an Administrative Planned Development Permit with a 

Parking Modification Permit for the following project proposal:  

File No.: PLN-2021-95 

Applicant: Gordon Wong 

Project Address: 842 W Hamilton Ave 

Property Owner: Raymond Castello 

Zoning District: P-D (Planned Development) 

General Plan: General Commercial 

Project Description: New large dance studio in an existing commercial space  

 No expansion of the building 

 Business/operational hours: Monday-Saturday 7:00 AM to 9:00 PM 

 Up to 6 employees and 50 participants 

This project will be decided by the Community Development Director and you have the opportunity to 

provide comment prior to the Director’s decision.  The 10-day comment period for this application begins 

on July 23, 2021 and ends on August 2, 2021. Any comments regarding this application must be 

submitted in writing (including email) to the Planning Division before 5:00 p.m. on August 2, 2021. The 

Director will then consider all comments submitted within this time period prior to a decision. No 

additional notice will be provided. Please contact the project planner in a timely manner to determine 

what decision was reached.   

Decisions by the Community Development Director are final in 10 calendar days following the date of 

approval, unless an appeal is received in writing at the City of Campbell Community Development 

Department, 70 N. First Street, Campbell, prior to the end of the appeal period.  A written appeal must be 

accompanied with the required $200 appeal filing fee. City Hall is currently closed to the public however 

plans and documents may be viewed on the City's 'Public Notices' web page 

(http://www.cityofcampbell.com/501/Public-Notices) under 'Administrative Decisions' or by contacting the 

project planner. Questions or comments regarding this application may be addressed to Naz Healy, 

Assistant Planner, in the Community Development Department, at (408) 866-2144 or by email 

nazh@campbellca.gov.  
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B

THIS DOOR TO REMAIN 
UNLOCKED WHEN THIS 
SPACE IS OCCUPIED.

SIGN TO FOLLOW PER CBC 1010.1.9.4 

LOCKS AND LATCHES: (2) A READILY VISIBLE DURABLE 
SIGN IS POSTED ON THE EGRESS SIDE ON OR 
ADJACENT TO THE DOOR STATING: THIS DOOR TO 
REMAIN UNLOCKED WHEN THIS SPACE IS OCCUPIED. 
THE SIGN SHALL BE IN LETTERS 1 INCH HIGH ON A 
CONTRASTING BACKGROUND.

1"
-0

"

INTERNATIONAL SYMBOL OF ACCESSIBILITY (ISA)
COMPLY WITH CBC FIGURE 11B-703.7.2.1

THE SYMBOL SHALL CONSIST OF WHITE 
FIGURE ON A BLUE BACKGROUND. THE COLOR 
BLUE SHALL APPROXIMATE FS 15090 IN 
FEDERAL STANDARD 595C (CBC SEC. 
11B-703.7.2.1).

SEE A200 FOR EXTERIOR ELEVATION

C

EXIT

A1

TACTILE EXIT SIGNAGE LOCATED AT 
ALL EXTERIOR EXIT DOORS

3/4" RAISED WHITE SANS SERIF 
LETTERS ON 1/8" CLR. ACRYLIC W/ 4 
SCREWS AS SHOWN TYP.

1"
 T

YP

MIN. 6"

VE
RI

FY

BRAILLE SYMBOLS CORRESPONDING TO 
SIGNS WRITTEN DIRECTIVE, TYP.

::::::::

1" TYP

EXIT  ROUTE

TACTILE EXIT SIGNAGE LOCATED AT 
INTERIOR DOORS THAT EXIT INTO 
CORRIDORS

::::::::

1"
 T

YP

VE
RI

FY

1" TYP
VERIFY

A2

LETTERS AND NUMBERS

1. WIDTH TO HEIGHT RATIO BETWEEN 3:5 AND 1:1
2. STROKE WIDTH TO HEIGHT BETWEEN 1:5 AND 1:10
3. CONTRAST CHARACTERS AND SYMBOLS WITH BACKGROUND
4. UPPER CASE SANS SERIF CHARACTERS 3" HEIGHT AT OVERHEAD SIGNS AND 5/8" MINIMUM HEIGHT ON SURFACE MOUNTED SIGNS

SIGNS AND PICTOGRAMS

1. PICTOGRAMS/PICTORIAL SYMBOL SIGNS SHALL BE ACCOMPANIED BY THE EQUIVALENT VERBAL DESCRIPTION PLACED DIRECTLY BELOW THE 
PICTOGRAM. THE BORDER DIMENSION SHALL BE 6" MINIMUM HEIGHT. CHARACTER AND BACKGROUNDS SHALL BE NON-GLARE CONTRASTING COLORS.

2. SIGNS/PICTOGRAMS SHALL BE INSTALLED ON THE WALL ADJACENT TO DOOR LEADING TO THE ROOM OR SPACE THEY DESCRIBE AND AT 60" A.F.F. TO 
SIGN CENTERLINE AND WHERE A PERSON MAY APPROACH WITHIN 3" OF SIGNAGE WITHOUT ENCOUNTERING PROTRUDING OBJECTS OR STANDING 
WITHIN THE DOOR SWING AREA.

3. VERTICAL CLEARANCE AT SUSPENDED SIGNS WITH MINIMUM HEADROOM OF 80" REQUIRE MINIMUM 3" CHARACTER HEIGHT MEASURED BY USING 
UPPERCASE "X".

4. CHARACTERS AND NUMBERS SHALL BE SIZED ACCORDING TO VIEWING DISTANCE FROM WHICH READ. LOWER CASE CHARACTERS PERMITTED.

NOTE: ALL SIGNS SHOWN MAY NOT BE USED IN THIS PROJECT. SEE PLANS FOR LOCATION OF SIGNS USED.

SIGNAGE NOTES:

SIGN LOCATIONS

1. ALL ACCESSIBLE ENTRANCES IDENTIFIED WITH MINIMUM OF ONE STANDARD SIGN.
2. ADDITIONAL DIRECTIONAL SIGNS ALONG ACCESSIBLE PATH OF TRAVEL ARE REQUIRED.
3. BUILDINGS REMODELED TO PROVIDE ACCESSIBLE SANITARY FACILITIES FOR PUBLIC USE SHALL HAVE INFORMATION POSTED IN THE LOBBY AS PART OF 

THE BUILDING DIRECTORY.

INTERNATIONAL SYMBOL OF ACCESSIBILITY:

1. STANDARD USED TO IDENTIFY ACCESSIBLE FACILITIES.
2. WHITE FIGURE ON BLUE BACKGROUND, COLOR #15090 ON FEDERAL STANDARD 595A.
3. WHEN ENFORCING, AGENCY DETERMINES, IF APPROPRIATE, SPECIAL DESIGNS AND COLORS MAY BE APPROVED.

BRAILLE

1. USE CONTRASTED GRADE 2 BRAILLE. DOTS TO BE 0.1 INCH ON CENTER IN EACH CELL. 0.2 INCH SPACE BETWEEN CELLS.
2. DOTS RAISED MINIMUM 1/32 INCH ABOVE BACKGROUND.
3. DOORWAYS LEADING TO SANITARY FACILITIES SHALL BE IDENTIFIED BY 2 SIGNS. DOOR SIGNAGE: THE ONLY PICTOGRAM TO BE USED IS THE 

INTERNATIONAL SYMBOL OF ACCESSIBILITY. THE WALL SIGNAGE TO BE MOUNTED TO THE WALL ON THE LATCH SIDE OF THE DOOR WITH THE SIGN
CENTERED 60" ABOVE THE FLOOR. TACTILE LETTERING, BRAILLE AND A PICTOGRAM ARE REQUIRED ON THIS SIGN. 

DOOR TYPE:
1. MINIMUM 10" HIGH SMOOTH SURFACE AT DOOR 
BOTTOM, EITHER ATTACHED PANEL OR BOTTOM RAIL

HARDWARE:
2. OPENABLE FROM INSIDE WITHOUT USE OF KEY OR 
SPECIAL KNOWLEDGE OR EFFORT 

3. OPENABLE BY SINGLE EFFORT LEVER-TYPE DEVICE 
( NOT REQUIRING GRASPING). 

4. MOUNTED 36" TO 42"

5. MAXIMUM 8.5 LBS. EFFORT TO OPERATE EXTERIOR 
DOOR, 5 LBS. FOR INTERIOR.

36" T0 42" LEVER OR 
U-SHAPED HANDLE

A NARROW FRAME WITH A 
BEVELED TOP EDGE (30 DEGREE 
MAXIMUM BEVEL TO VERTICAL 
PLANE) INSTALLED AT THE 
BOTTOM OF A GLASS DOOR (WITH 
NO SIDE FRAMES) MAY BE USED IN 
LIEU OF PROVIDING THE 
REQUIRED 10-INCH 
UNINTERRUPTED SURFACE AT 
THE BOTTOM OF THE DOOR.

10" MIN. BOTTOM RAIL 
OR PROVIDE A KICK 

PLATE

MI
N

0' 
- 1

0"

MI
N

0' 
- 1

0"

DOOR NOTES:

MOUNTING HEIGHTS FOR ACCESSIBLE RESTROOM ITEMS
NOTE: ANY ITEM WITHIN DRAWINGS WHOSE MOUNTING LOCATION IS NOT DEFINED 
OR HAVING CONFLICTING LOCATION, SHALL BE LOCATED BY THE ARCHITECT

DIMENSION              INCHES

TOILET CENTERING FROM WALL

TOILET SEAT HEIGHT

GRAB BAR HEIGHT

TOILET PAPER IN FRONT OF TOILET

NAPKIN DISPOSAL IN FRONT OF TOILET

DISPENSER OF MIRROR HEIGHT

LAVATORY SINK TOP

LAVATORY / SINK KNEE CLEARANCE

URINAL LIP HEIGHT

URINAL FLUSH HANDLE HEIGHT

DRINKING FOUNTAIN BUBBLER HEIGHT

DRINKING FOUNTAIN KNEE CLEARANCE

RAMP / STAIR HANDRAIL HEIGHT

18

17-19

33   

7-9 

12 MAX

40 MAX

34 MAX

29 MAX

17 MAX

44 MAX

36 MAX

27 MIN

34-36

CLEARANCE NOTES:

A. 28" CLR. BETWEEN LAVATORY AND EDGE OF WATER CLOSET TANK LID WHEN TANK WATER CLOSET OCCURS.
B. 28" MIN. CLR. TO EDGE OF BOWL WHEN FLUSH VALVE WATER CLOSET OCCURS. (28" MIN. CLR. BETWEEN LAVATORY TO FURTHEST PROTRUDING EDGE 
OF WATER CLOSET, TYPICAL.)
C.48" MIN. WHEN FRONT ENTRY DOOR OR 60" MINIMUM WHEN SIDE ENTRY DOOR

GRAB BAR NOTES: CBC 11B-604.5.2:  

1. REAR WALL GRAB BAR SHALL BE A MINIMUM LENGTH OF 36" 
2. EXTENDING A MINIMUM OF 12 INCHES ON ONE SIDE. 
3. 24 INCHES MINIMUM ON THE OTHER SIDE 
4. MOUNTING HEIGHT OF GRAB BAR TO BE 33 INCHES TO 36 INCHES ABOVE THE SHOWER FLOOR, MEASURED FROM THE FINISHED FLOOR TO THE TOP OF 
THE GRIPPING SURFACE PER CBC 11B-609.4. 

PER CBC 11B-604.3 

A 60" MINIMUM CLEARANCE IS REQUIRED MEASURED PERPENDICULAR FROM THE SIDE WALL OF THE WATER CLOSET. 

LAVATORY NOTES: CBC 11B-606.6 

1. 18" MIN. FROM THE CENTER LINE OF THE LAVATORY TO THE ADJACENT WALL. 
2. PROVIDE CLEAR FLOOR SPACE IN ACCORDANCE WITH CBC 11B-305 FOR A FORWARD APPROACH. CBC 11B-606.2 
3. PROVIDE KNEE AND TOE CLEARANCE IN ACCORDANCE WITH CBC 11B-306.3. 
4. SPECIFY HEIGHT OF LAVATORY TO BE 34" INCHES MAXIMUM MEASURED FROM HIGHER OF THE ROM OR COUNTER SURFACE. CBC 11B-606.3 
5. SPECIFY EXPOSED PIPING UNDERNEATH THE LAVATORY TO BE INSULATED. CBC 11B-606.5. 

ADA NOTES FOR ALL ADA RESTROOMS:

TRANSITION BETWEEN FLOOR FINISHES

COMPRESSED CARPET 1/4" MAX 
BELOW TRESHOLD

.1/2" MAX.
PILE HEIGHT

TRESHO
LD

FIN. FLOOR LEVEL

TRESHOLD

1/
2"

 M
AX

2
1

LEVEL CHANGES

1/
4"

 M
AX

.

NOTES:

1. 1/2" MAXIMUM TOTAL HEIGHT WITH 
1/4" MAXIMUM VERTICAL CHANGE AT 
EDGE

2. 1 : 2 SLOPED BEVEL REQUIRED IF 
LEVEL CHANGE IS OVER 1/4" 
VERTICAL LEVEL CHANGE

3. 1/4" MAXIMUM VERTICAL LEVEL 
CHANGE

1/
4"

 M
AX

48
" M

IN
.

60
" M

AX
.

EXIT  ROUTE
::::::::

NOTE:
11B-703.4.1 HEIGHT ABOVE FINISH FLOOR OR 
GROUND
TACTILE CHARACTERS ON SIGNS SHALL BE 
LOCATED 48 INCHES (1219 MM) MINIMUM ABOVE 
THE FINISH FLOOR OR GROUND SURFACE, 
MEASURED FROM THE BASELINE OF THE LOWEST 
BRAILLE CELLS AND 60 INCHES (1524 MM) MAXIMUM 
ABOVE THE FINISH FLOOR OR GROUND SURFACE, 
MEASURED FROM THE BASELINE OF THE HIGHEST 
LINE OF RAISED CHARACTERS.
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As indicated

A300

Architectural
Details
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12" = 1'-0"
1 Door Sign, Locks & Latches

12" = 1'-0"
2 Egress & Occupancy Analysis

12" = 1'-0"
3 Tactile Exit Signage

11B-404.2.8 CLOSING SPEED. DOOR AND GATE CLOSING SPEED SHALL COMPLY WITH SECTION 11B-404.2.8.

11B-404.2.8.1 DOOR CLOSERS AND GATE CLOSERS. 
DOOR CLOSERS AND GATE CLOSERS SHALL BE ADJUSTED SO THAT FROM AN OPEN POSITION OF 90 DEGREES, THE TIME REQUIRED TO 
MOVE THE DOOR TO POSITION OF 12 DEGREES FROM THE LATCH IS 5 SECONDS MINIMUM. 

11B-404.2.9 (4) DOOR AND GATE OPENING FORCE. 
THE FORCE FOR PUSHING OR PULLING OPEN A DOOR OR GATE SHALL BE AS FOLLOWING:
4. EXTERIOR HINGED DOOR: 5 POUNDS (22.2 N) MAXIMUM. 
THESE FORCES DO NOT APPLY TO THE FORCE REQUIRED TO RETRACT LATCH BOLTS OR DISENGAGE OTHER DEVICES THAT HOLD THE DOOR 
OR GATE IN A CLOSED POSITION. 
(FIRE DOORS MAY HAVE UP TO 15 POUNDS TO ACHIEVE POSITION LATCHING)

11B-404.2.10, EXCEPTIONS 2
TEMPERED GLASS DOORS WITHOUT STILES AND HAVING A BOTTOM RAIL OR SHOE WITH THE TOP LEADING EDGE TAPERED AT 60 DEGREES MINIMUM FROM THE 
HORIZONTAL SHALL NOT BE REQUIRED TO MEET THE 10 INCH (254MM) BOTTOM SMOOTH SURFACE HEIGHT REQUIREMENT.

6" = 1'-0"
9 Threshold / Level Change

6" = 1'-0"
8 Sign Installation Height and Location

Revision Schedule

# Date Description
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Accessibilty Notes
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WALKS AND SIDEWALKS

• WALKS AND SIDEWALKS SUBJECT TO THESE REGULATIONS SHALL HAVE A CONTINUOUS COMMON SURFACE, NOT INTERRUPTED BY STEPS OR BY ABRUPT CHANGES IN LEVEL 
EXCEEDING 1/4 INCH AND SHALL BE A MINIMUM OF 48 INCHES IN WIDTH. LEVEL CHANGES BETWEEN 1/4 INCH AND 1/2 INCH SHALL BE BEVELED WITH A SLOPE OF NO GREATER 
THAN 1:2, EXCEPT THAT LEVEL CHANGES NOT EXCEEDING 1/4 INCH MAY BE VERTICAL (26 DEGREE MAX. BEVEL = 1:2 SLOPE). SEE TYPICAL ACCESSIBILITY DETAIL SHEET. 

• WALK AND SIDEWALK SURFACES SHALL BE SLIP RESISTANT WITH A STATIC COEFFICIENT OF FRICTION OF .06, SEE RAMPS AND CURB RAMPS NOTES FOR RAMP SURFACES.

• WHEN THE SLOPE IN THE DIRECTION OF TRAVEL OF ANY WALK EXCEEDS 1 VERTICAL TO 20 HORIZONTAL (5% GRADIENT) IT SHALL COMPLY WITH THE PROVISIONS FOR 
PEDESTRIAN RAMPS. 

• SURFACE CROSS SLOPES SHALL NOT EXCEED 1/4 INCH PER FOOT. 

• WALKS, SIDEWALKS AND PEDESTRIAN WAYS SHALL BE FREE OF GRATINGS WHENEVER POSSIBLE. FOR GRATINGS LOCATED IN THE SURFACE OF ANY OF THESE AREAS, GRID 
OPENINGS SHALL BE LIMITED TO 1/2 INCH IN THE DIRECTION OF TRAFFIC FLOW. 

• WHEN CHANGES IN LEVELS GREATER THAN 1/2 INCH ARE NECESSARY, THEY SHALL COMPLY WITH THE REQUIREMENTS  FOR CURB RAMPS.

• WALKS SHALL BE PROVIDED WITH A LEVEL AREA NOT LESS THAN 60 INCHES X 60 INCHES AT A DOOR OR GATE THAT SWINGS TOWARD THE WALK, AND NOT LESS THAN 48 INCHES 
WIDE X 44 INCHES DEEP AT A DOOR OR GATE THAT SWINGS AWAY FROM THE WALK. SUCH WALKS SHALL EXTEND 24 INCHES TO THE SIDE OF THE STRIKE EDGE OF A DOOR OR 
GATE THAT SWINGS TOWARD THE WALK.

• ALL WALKS WITH CONTINUOUS GRADIENTS SHALL HAVE LEVEL AREAS AT LEAST 5 FEET IN LENGTH AT INTERVALS EVERY 400 FEET.

• WALKS LESS THAN 60 INCHES IN WIDTH SHALL HAVE PASSING SPACES OF 60 INCHES X 60 INCHES MINIMUM AT LEAST EVERY 200'.

PEDESTRIAN  RAMPS

• ANY PATH OF TRAVEL SHALL BE CONSIDERED A RAMP IF ITS SLOPE IS GREATER THAN 1 FOOT IN RISE IN 20 FOOT HORIZONTAL RUN (5%).

• PEDESTRIAN RAMPS SERVING ACCESSIBLE ENTRANCES TO BUILDINGS SHALL BE A MINIMUM 48 INCHES CLEAR WIDTH.

• THE MAXIMUM SLOPE OF A RAMP THAT SERVES ANY EXITWAY, PROVIDES DISABLED ACCESS OR IS IN THE PATH OF TRAVEL SHALL BE 1 FOOT RISE IN 12 FEET OF HORIZONTAL 
RUN. THE LEAST POSSIBLE SLOPE SHALL BE USED FOR ANY RAMP.

• PEDESTRIAN RAMPS WITH CONTINUOUS GRADIENT SHALL NOT EXCEED 30 INCHES OF RISE AND INTERMEDIATE LANDING(S) WHERE THE RAMP CHANGES DIRECTION ARE 60 
INCHES X 60 INCHES MINIMUM. INTERMEDIATE LANDINGS WHERE THE RAMP CHANGES DIRECTION 30 DEGREES OR MORE, THE LANDING SHALL BE 72 INCHES MINIMUM IN LENGTH, 
AND INCOR- PERATE A 60 INCH DIAMETER TURNING CIRCLE WITHIN THE LANDING..

• RAMP LANDINGS SHALL BE PROVIDED AT THE TOP AND BOTTOM OF EACH RAMP.

• TOP LANDINGS SHALL BE NOT LESS THAN 60 INCHES WIDE AND SHALL HAVE A LENGTH OF NOT LESS THAN 60 INCHES IN THE DIRECTION OF A RAMP RUN.

• BOTTOM LANDINGS SHALL HAVE A DIMENSION IN THE DIRECTION OF RAMP RUN OF NOT LESS THAN 72 INCHES.

• AT BOTTOM AND INTERMEDIATE LANDINGS, THE WIDTH SHALL BE AT LEAST THE SAME AS REQUIRED FOR THE RAMPS.

• THE SLOPE ACROSS A RAMP LANDING IN ANY DIRECTION SHALL NOT EXCEED 1/4 INCH RISE IN 1 FOOT OF HORIZONTAL RUN AND SHALL BE DESIGNED SO WATER DOES NOT 
ACCUMULATE ON WALKING SURFACES.

• DOORS IN ANY POSITION SHALL NOT REDUCE THE MINIMUM DIMENSION OF THE RAMP LANDING TO LESS THAN 42 INCHES AND SHALL NOT REDUCE THE REQUIRED WIDTH BY 
MORE THAN 3 INCHES WHEN FULLY OPEN.

• THE WIDTH OF THE LANDING SHALL EXTEND 24 INCHES PAST THE STRIKE EDGE OF ANY DOOR OR GATE FOR EXTERIOR RAMPS AND 18 INCHES PAST THE STRIKE EDGE FOR 
INTERIOR RAMPS.

• HANDRAILS ARE REQUIRED ON RAMPS THAT PROVIDE DISABLED ACCESS, IF THE SLOPE EXCEEDS 1 FOOT RISE IN 20 FEET OF HORIZONTAL RUN.

• HANDRAILS SHALL BE PLACED ON EACH SIDE OF EACH RAMP, BE CONTINUOUS THE FULL LENGTH OF THE RAMP AND BE 34 - 38 INCHES ABOVE THE RAMP SURFACE. HANDRAILS 
SHALL EXTEND A MINIMUM OF 1 FOOT BEYOND THE TOP AND BOTTOM OF THE RAMP BEFORE RETURNING SMOOTHLY TO A WALL, FLOOR OR POST.

• HANDRAILS PROJECTING FROM A WALL SHALL HAVE A SPACE OF 1-1/2 INCHES BETWEEN THE WALL AND HANDRAIL.

• THE GRIP PORTION OF THE HANDRAIL SHALL BE NOT LESS THAN 1-1/4 INCHES AND SHALL NOT EXCEED 1-1/2 INCHES IN OUTSIDE DIAMETER, OR THE SHAPE SHALL PROVIDE AN 
EQUIVALENT GRIPPING SURFACE AND ALL SURFACES SHALL BE SMOOTH WITH NO SHARP CORNERS. EDGES HAVE A MIN. RADIUS OF 1/8". SEE TYPICAL ACCESSIBILITY DETAIL 
SHEET.

• HANDRAILS DO NOT ROTATE IN THEIR FITTINGS AND SHALL BE OF SUFFICIENT STRENGTH TO SUPPORT A 250 POUND POINT LOAD. 

• WALL OR SURFACE ADJACENT TO THE HANDRAIL IS FREE OF SHARP OR ABRASIVE ELEMENTS. 

• THE SURFACE ON RAMPS SHALL BE NON-SLIP, MEETING A COEFFICIENT OF FRICTION OF 0.8.

• WHEN THE RAMP SURFACE IS NOT BOUNDED BY A WALL OR FENCE AND THE RAMP EXCEEDS 10 FEET IN LENGTH, THE RAMP SHALL COMPLY WITH ONE OF THE FOLLOWING 
REQUIREMENTS:

A. A GUIDE CURB 2 INCHES IN HEIGHT MINIMUM SHALL BE PROVIDED AT EACH SIDE OF THE RAMP, EXCEPT WHEN ADJACENT GRADE IS 4 INCHES OR LESS BELOW RAMP SURFACE, 
THE CURB SHALL BE 6 INCHES HIGH MINIMUM ABOVE RAMP SURFACE.

B. A WHEEL GUIDE RAIL SHALL BE PROVIDED, CENTERED 3 INCHES PLUS OR MINUS 1 INCH ABOVE THE SURFACE ON THE RAMP.
C. SEE NOTE #T-7 FOR ADDITIONAL SPACE.

• WHERE A RAMP SURFACE HAS A SLOPE OF 1:20 (5%) OR GREATER AND THE ADJACENT GRADE IS GREATER THAN 4" BELOW THE RAMP SURFACE, A CURB 6 INCHES HIGH ABOVE 
THE RAMP SURFACE SHALL BE PROVIDED ALONG SUCH OPEN SIDE OF RAMP SURFACE OR WHEEL GUIDE (SEE 21.B ABOVE).

• WHERE AN ADJACENT GRADE IS 30 INCHES BELOW THE OPEN SIDE OF THE RAMP, A 42 INCH MINIMUM HIGH GUARDRAIL SHALL BE INSTALLED WITH INTERMEDIATE MEMBERS SO 
AN OBJECT OF 4 INCHES DIAMETER CAN NOT PASS THROUGH SUCH INTERMEDIATE MEMBERS.

CURB RAMPS

• CURB RAMPS SHALL BE CONSTRUCTED AT EACH CORNER OF STREET INTERSECTIONS, WHERE A PEDESTRIAN WAY CROSSES A CURB AND WHEN ACCESSIBLE PARKING STALL 
OCCURS.

• CURB RAMPS SHALL BE A MINIMUM OF 48 INCHES IN WIDTH AND SHALL LIE GENERALLY, IN A SINGLE SLOPED PLANE, WITH A MINIMUM OF SURFACE WARPING AND CROSS SLOPE.

• THE SLOPE OF CURB RAMPS SHALL NOT EXCEED 1 VERTICAL TO 12 HORIZONTAL. THE SLOPE OF THE FANNED OR FLARED SIDES OF CURB RAMPS SHALL NOT EXCEED ONE 
VERTICAL TO 10 HORIZONTAL. CURB RAMP MAXIMUM RISE AND RUN SHALL BE 1:12.

• A LEVEL LANDING 48 INCHES DEEP SHALL BE PROVIDED AT THE UPPER END OF EACH CURB RAMP OVER ITS FULL WIDTH TO PERMIT SAFE EGRESS FROM THE RAMP SURFACE, OR 
THE SLOPE OF THE FANNED OR FLARED SIDES OF THE CURB RAMP SHALL NOT EXCEED ONE VERTICAL TO 12 HORIZONTAL. SLOPE OF TOP LANDING AREA, IF PROVIDED, DOES 
NOT EXCEED 1:50 GRADIENT (2.0%).

• ROAD,GUTTER OR ACCESSIBLE ROUTES ADJOINING THE CURB RAMP DO NOT EXCEED A 1:20 GRADIENT (5.0%) WITHIN 48 INCHES OF THE TOP AND BOTTOM OF THE CURB RAMP.

• TREAD DEPTHS SHALL BE A MINIMUM OF 11 INCHES AND SHALL HAVE DIMENSIONAL UNIFORMITY.

• WHERE THE GRADIENT OF AISLE STAIRS IS TO BE THE SAME AS THE GRADIENT OF ADJOINING SEATING AREAS, THE RISER HEIGHT SHALL NOT BE LESS THAN 4 INCHES NOR 
MORE THAN 8 INCHES AND SHALL BE UNIFORM WITHIN EACH FLIGHT.

SANITARY  FACILITIES

• WHEN SANITARY FACILITIES ARE LOCATED ON ACCESSIBLE FLOORS OF A BUILDING, THEY SHALL BE MADE ACCESSIBLE TO THE PHYSICALLY DISABLED.

• WHERE SEPARATE FACILITIES ARE PROVIDED FOR NON- DISABLED PERSONS OF EACH SEX, SEPARATE FACILITIES SHALL BE PROVIDED FOR DISABLED PERSONS OF EACH 
SEX ALSO. WHERE UNISEX FACILITIES ARE PROVIDED FOR NON-DISABLED PERSONS, SUCH UNISEX FACILITIES SHALL BE PROVIDED FOR THE DISABLED.

• ALL DOORWAYS LEADING TO SANITARY FACILITIES SHALL HAVE 32 INCH CLEAR UNOBSTRUCTED OPENINGS.

• TURN-AROUND CLEAR SPACE OF 60 INCHES IN DIAMETER SHALL BE PROVIDED WITHIN THE SANITARY FACILITY ROOM.

• ON DOORWAYS LEADING TO MEN'S SANITARY FACILITIES, AN EQUILATERAL TRIANGLE 1/4 INCH THICK WITH EDGES 12 INCHES LONG AND A VERTEX POINTING UPWARD 
SHALL BE PROVIDED. ON DOORWAYS LEADING TO WOMEN'S SANITARY FACILITIES, A CIRCLE 1/4 INCH THICK AND 12 INCHES IN DIAMETER SHALL BE PROVIDED. THESE 
GEOMETRIC SYMBOLS SHALL BE CENTERED ON THE DOOR AT A HEIGHT OF 60 INCHES AND THEIR COLOR AND CONTRAST SHALL BE DISTINCTLY DIFFERENT FROM THE 
COLOR AND CONTRAST OF THE DOOR. PROVIDE PICTOGRAM ON THE WALL ADJACENT TO THE DOOR LATCH SIDE AS NOTED IN THE "SIGNS/PICTOGRAMS" DETAIL.

• ON DOORWAYS LEADING TO UNISEX SANITARY FACILITIES, AN EQUILATERAL TRIANGLE MOUNTED ON A 12" DIAMETER CIRCLE SHALL BE PROVIDED, EACH 1/4" THICK, 
LOCATED AS NOTED IN NOTE #4 ABOVE. PROVIDE UNISEX PICTOGRAM AS NOTED IN NOTE #4 ABOVE.

DRINKING FOUNTAIN / FACILITIES

• PER CPC 415.2 WHERE FOOD IS CONSUMED INDOORS, WATER STATIONS SHALL BE PERMITTED TO BE SUBSTITUTED FOR DRINKING FOUNTAINS.

MULTI-ACCOMMODATION  TOILET  FACILITIES

• CLEAR, UNOBSTRUCTED ACCESS OF 44" MIN. WIDTH SHALL BE PROVIDED THROUGHOUT FACILITY TO REACH THE HANDICAPPED COMPARTMENT FROM THE LATCH SIDE (48" 
FOR HINGE SIDE APPROACH).

• TURN-AROUND CLEAR SPACE OF 60" IN DIAMETER OR 56" BY 63" SHALL BE PROVIDED WITHIN THE SANITARY FACILITY ROOM. CLEAR SPACE SHALL BE CLEAR OF OBJECTS 
FROM THE FLOOR TO 27" IN HEIGHT.

• NO DOOR, OTHER THAN WATER CLOSET COMPARTMENT DOORS, SHALL ENCROACH MORE THAN 12" INTO REQUIRED CLEAR SPACE.

• ACCESSIBLE WATER CLOSET COMPARTMENTS SHALL BE EQUIPPED WITH A DOOR THAT HAS AN AUTOMATIC CLOSING DEVICE (3 SEC. MIN. SWEEP TIME FROM 70 DEGREES 
TO 3" FROM LATCH), AND SHALL HAVE A CLEAR UNOBSTRUCTED OPENING WIDTH OF 32 INCHES WHEN LOCATED AT THE END AND 34 INCHES WHEN LOCATED AT THE SIDE 
WITH THE DOOR POSITIONED AT AN ANGLE OF 90 DEGREES FROM ITS CLOSED POSITION.

• BOTH SIDES OF COMPARTMENT DOORS SHALL BE EQUIPPED WITH A LOOP OR U-SHAPED HANDLE IMMEDIATELY BELOW LATCH. LATCH IS FLIP-OVER STYLE, SLIDING OR 
OTHER HARDWARE NOT REQUIRING TIGHT GRASPING OR TWISTING. HARDWARE SHALL BE CENTERED BETWEEN 30" AND 44" ABOVE FINISH FLOOR.

• WATER CLOSET COMPARTMENT SHALL BE 60" MINIMUM IN WIDTH.

• 18" CLEAR SPACE BETWEEN THE CENTER OF WATER CLOSET AND THE SIDE-WALL CORNER. 32" CLEAR SPACE BETWEEN THE WATER CLOSET AND OPPOSITE WALL AND 42" 
MINIMUM CLEAR FROM CENTERLINE OF WATER CLOSET TO OPPOSITE WALL.

• 48" MIN. CLEAR SPACE IN FRONT OF WATER CLOSET IF COMPARTMENT HAS AN END OPENING DOOR (FACING THE WATER CLOSET). 60" MIN. CLEAR SPACE IN FRONT OF 
WATER CLOSET WHEN THE DOOR IS LOCATED AT THE SIDE OF THE COMPARTMENT.

• A CLEAR SPACE MEASURED FROM THE FLOOR TO A HEIGHT OF 27 INCHES ABOVE THE FLOOR, WITHIN THE SANITARY FACILITY ROOM, OF SUFFICIENT SIZE TO INSCRIBE A 
CIRCLE WITH A DIAMETER NOT LESS THAN 60 INCHES, OR A CLEAR SPACE NOT LESS THAN 56 INCHES X 63 INCHES IN SIZE SHALL BE PROVIDED. DOORS OTHER THAN THE 
DOOR TO THE DISABLED TOILET COMPARTMENT IN ANY POSITION MAY ENCROACH INTO THIS SPACE BY NOT MORE THAN 12 INCHES.

• A WATER CLOSET FIXTURE LOCATED IN AN ACCESSIBLE COMPARTMENT SHALL PROVIDE A MINIMUM OF 28 INCH WIDE CLEAR SPACE BETWEEN THE FURTHEST MOST 
PROTRUDING EDGE OF THE WATER CLOSET AND AN ADJACENT WALL AND A 48 INCH LONG CLEAR SPACE IN FRONT OF THE WATER CLOSET IF THE COMPARTMENT HAS AN 
END OPENING DOOR (FACING THE WATER CLOSET). A 60 INCH MINIMUM LENGTH CLEAR SPACE IN FRONT OF THE TOILET CLOSET SHALL BE PROVIDED IN AN ACCESSIBLE 
COMPARTMENT WHEN THE DOOR IS LOCATED AT THE SIDE OF THE TOILET STALL COMPARTMENT. GRAB BARS SHALL NOT PROJECT MORE THAN 3 INCHES INTO THE CLEAR 
SPACES AS SPECIFIED ABOVE THE HEIGHT OF ACCESSIBLE WATER CLOSETS SHALL BE A MINIMUM OF 17" AND A MAXIMUM OF 19" MEASURED TO THE TOP OF THE TOILET 
SEAT.

TOILET ROOM FIXTURES AND ACCESSORIES

• PROVIDE 18" FROM THE CENTER LINE OF THE WATER CLOSET TO THE ADJACENT WALL.

• TOILET FLUSH CONTROLS SHALL BE LOCATED ON WIDE SIDE OF TOILET AREA, OPERABLE WITH ONE HAND, AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR 
TWISTING OF THE WRIST. CONTROLS FOR THE FLUSH VALVES SHALL BE MOUNTED ON THE WIDE SIDE OF THE TOILET AREAS, NO MORE THAN 44" ABOVE THE FLOOR. THE 
FORCE REQUIRED TO ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5 POUNDS.

• FLOOR AND WALL SURFACES SHALL BE SMOOTH, HARD AND NOT ADVERSELY AFFECTED BY MOISTURE. FLOORS SHALL EXTEND 5" MINIMUM ONTO WALLS. WALL 
SURFACING SHALL EXTEND TO 48" IN HEIGHT.

• WHERE URINALS ARE PROVIDED, AT LEAST ONE SHALL HAVE A CLEAR SPACE 30" WIDE X 48" DEEP IN FRONT OF THE URINAL. ONE FULL UNOBSTRUCTED SIDE OF THE CLEAR 
FLOOR SPACE ADJOINS AN ACCESSIBLE ROUTE OR WHEELCHAIR CLEAR SPACE.

• URINAL RIM SHALL PROJECT A 14" MIN. FROM THE WALL AND 17" MAX. ABOVE THE FLOOR .

• URINAL FLUSH CONTROLS SHALL BE OPERABLE WITH ONE HAND, AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. AND SHALL BE 
MOUNTED NO MORE THAN 44" ABOVE THE FLOOR. THE FORCE REQUIRED TO ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5 POUNDS.

• FLOOR SURFACES AND WALLS WITHIN 24" OF FRONT AND SIDE OF URINAL SHALL BE SMOOTH, HARD AND NOT ADVERSELY AFFECTED BY MOISTURE. FLOORS SHALL 
EXTEND 5" MINIMUM ONTO WALLS.

• A CLEAR FLOOR SPACE 30" WIDE X 48" DEEP SHALL BE PROVIDED IN FRONT OF A LAVATORY TO ALLOW A FORWARD APPROACH, SUCH CLEAR FLOOR SPACE SHALL ADJOIN 
OR OVERLAP AN ACCESSIBLE ROUTE AND SHALL EXTEND INTO KNEE AND TOE SPACE UNDERNEATH LAVATORY.

• LAVATORIES ADJACENT TO A SIDE WALL SHALL HAVE A DISTANCE OF 18" MINIMUM TO CENTER OF FIXTURE.

• LAVATORIES SHALL BE MOUNTED WITH A CLEARANCE OF AT LEAST 29" FROM THE FLOOR TO THE BOTTOM OF THE APRON WITH KNEE CLEARANCE UNDER THE FRONT LIP 
EXTENDING A MINIMUM OF 30" IN WIDTH WITH 19" ABSOLUTE DEPTH UNDERNEATH THE SINK.

• THE MAXIMUM HEIGHT OF 34" SHALL BE MAINTAINED TO THE TOP OF THE COUNTERTOP OR LAVATORY BOWL RIM IF THE LAVATORY IS A DROP-IN MODEL, WHICHEVER IS 
HIGHER. SINK BOWL DEPTH SHALL  BE NO GREATER THAN 6 1/2".

• HOT WATER AND DRAIN PIPES UNDER LAVATORIES SHALL BE INSULATED OR OTHERWISE COVERED. THERE SHALL BE NO SHARP OR ABRASIVE SURFACES UNDER 
LAVATORIES.

CONTINUES TO THE NEXT SHEET, A302

• RAMPS SHALL NOT PROJECT INTO VEHICULAR LANES AND SHALL BE PROTECTED TO PREVENT THEIR OBSTRUCTION BY PARKED VEHICLES. TRANSITIONS FROM RAMP(S) TO 
WALKS, GUTTERS OR STREETS ARE FLUSH AND FREE OF ABRUPT CHANGES.

• THE SURFACE OF EACH CURB RAMP AND ITS FLARED SIDES SHALL BE NON-SLIP MEETING A STATIC COEFFICIENT OF FRICTION OF .08 AND SHALL BE OF CONTRASTING FINISH 
FROM THAT OF THE ADJACENT SIDEWALK.

• THE WALKING SURFACE OF CURB RAMP(S) WITH SLOPES LESS THAN 1:15 SHALL HAVE DETECTABLE WARNING PAVERS INSTALLED ACROSS THE FULL WIDTH AND DEPTH OF 
THE SLOPED WALKING SURFACE. THE SURFACE OF THESE PAVERS SHALL BE AN INTEGRAL PART OF THE WALKING SURFACE AND CONSIST OF RAISED TRUNCATED DOMES 0.9 
INCHES (23 MM) IN DIAMETER, TAPERING TO .45 INCHES AT TOP; 0.2 INCHES (5 MM) HIGH AND 2.35 INCHES (60MM) O.C. SEE TYPICAL ACCESSIBILITY SHEET.

• ALL CURB RAMPS SHALL HAVE A DETECTABLE WARNING BORDER 12 INCHES WIDE AT THE LEVEL SURFACE OF THE SIDEWALK ALONG THE TOP AND EACH SIDE OF THE RAMP. 
THIS BORDER SHALL CONSIST OF 1/4 INCH GROOVES APPROXIMATELY 3/4 INCHES O.C. AND RUNNING PERPENDICULAR TO THE FLOW OF PEDESTRIAN TRAFFIC. SEE TYPICAL 
ACCESSIBILITY DETAILS SHEET.

• 
ENTRANCES

• AT LEAST ONE PRIMARY ENTRANCE (NOTE: SOME GOVERNING AGENCIES MAY DEFINE EXITS AS A BUILDING ENTRANCE) TO BUILDING AND FACILITIES SHALL BE MADE 
ACCESSIBLE TO THE PHYSICALLY DISABLED. THE QUANTITY OF SUCH ENTRANCES SHALL BE AS REQUIRED BY THE GOVERNING AGENCIES.

• ALL DISABLED ACCESSIBLE ENTRANCES SHALL BE IDENTIFIED WITH AT LEAST ONE STANDARD SIGN AND WITH ADDITIONAL DIRECTIONAL SIGNS VISIBLE FROM APPROACHING 
PEDESTRIAN WAYS.

• EVERY REQUIRED ENTRANCE, "EXIT", OR PASSAGE DOORWAY SHALL BE OF A SIZE AS TO PERMIT THE INSTALLATION OF A DOOR NOT LESS THAN 3 FEET IN WIDTH AND NOT 
LESS THAN 6 FEET, 8 INCHES IN HEIGHT. DOORS SHALL BE CAPABLE OF OPENING AT LEAST 90 DEGREES AND SHALL BE SO MOUNTED THAT THE CLEAR WIDTH OF THE 
DOORWAY IS NOT LESS THAN 32 INCHES.

• WHERE A PAIR OF DOORS IS UTILIZED AT LEAST ONE OF THE DOORS SHALL MEET THE REQUIREMENTS FOR REQUIRED ENTRANCES ABOVE.

• WHEN AN AUTOMATIC DOOR OPERATOR IS UTILIZED TO OPERATE A PAIR OF DOORS, AT LEAST ONE OF THE DOORS SHALL MEET THE REQUIREMENTS FOR REQUIRED 
ENTRANCES ABOVE.

• IF PROVIDED, ALL GATES, INCLUDING TICKET GATES, SHALL MEET ALL APPLICABLE SPECIFICATIONS FOR DOORS. WHERE TURNSTILES ARE UTILIZED IN A FACILITY FOR THE 
PURPOSE OF PROVIDING FULLY CONTROLLED ACCESS, A DOOR OR GATE THAT IS FULLY ACCESSIBLE TO THE PHYSICALLY DISABLED SHALL BE PROVIDED ADJACENT TO THE 
TURNSTILE OR REVOLVING DOOR AND SHALL BE SO DESIGNED TO FACILITATE THE SAME USE PATTERN. REVOLVING DOORS ARE NOT ALLOWED AS REQUIRED ENTRANCES.

• THE SPACE BETWEEN TWO CONSECUTIVE DOOR OPENINGS SHALL BE 48 INCHES MINIMUM.

• LATCHING AND LOCKING DOORS THAT ARE HAND ACTIVATED AND WHICH ARE IN A PATH OF TRAVEL SHALL BE OPERABLE WITH A SINGLE EFFORT BY LEVER TYPE HARDWARE, 
PANIC BARS, PUSH/PULL ACTIVATING BARS, OR OTHER HARDWARE DESIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING THE ABILITY TO GRASP THE OPENING HARDWARE.

• EXIT DOORS ARE OPERABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT.

• DOOR CLOSERS, IF PRESENT, MUST BE SET SO THAT IT TAKES AT LEAST 3 SECONDS TO CLOSE FROM AN OPEN POSITION OF 70 DEGREES TO WITHIN 3" OF THE LATCH.

• HAND ACTIVATED DOOR OPENING HARDWARE SHALL BE CENTERED BETWEEN 30 INCHES AND 44 INCHES ABOVE THE FLOOR.

• THE FLOOR OR LANDING ON EACH SIDE OF AN ENTRANCE OR PASSAGE DOOR SHALL BE LEVEL. THE LEVEL AREA SHALL HAVE A LENGTH IN THE DIRECTION OF THE DOOR 
SWING OF AT LEAST 60 INCHES AND THE LENGTH OPPOSITE THE DIRECTION OF THE DOOR SWING 48 INCHES AS MEASURED AT RIGHT ANGLES TO THE PLANE OF THE DOOR IN 
ITS CLOSED POSITION.

• THE WIDTH OF THE LEVEL AREA ON THE SIDE TO WHICH THE DOOR SWINGS SHALL EXTEND 24 INCHES PAST THE STRIKE EDGE OF THE DOOR FOR EXTERIOR DOORS AND 18 
INCHES PAST THE STRIKE EDGE FOR INTERIOR DOORS. WHEN DOOR SWINGS IN THE DIRECTION OF TRAVEL AND THE DOOR HAS BOTH A LATCH AND A CLOSER, 12" OF 
CLEARANCE SHALL BE PROVIDED AT THE DOOR STRIKE EDGE OPPOSITE OF THE DOOR SWING.

• SURFACE SLOPE OF LEVEL AREAS AT DOORS SHALL NOT EXCEED 1:50 GRADIENT (2%).

• THE FLOOR OR LANDING SHALL BE NOT MORE THAN 1/2 INCH LOWER THAN THE THRESHOLD OF THE DOORWAY. CHANGE IN LEVEL BETWEEN 1/4 INCH AND 1/2 INCH SHALL BE 
BEVELED WITH A SLOPE NO GREATER THAN 1:2.

• THE BOTTOM 10 INCHES OF ALL DOORS SHALL HAVE A SMOOTH UNINTERRUPTED SURFACE TO ALLOW THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT 
CREATING A TRIP OR HAZARDOUS CONDITION. WHERE NARROW FRAME DOORS ARE USED, A 10 INCH HIGH SMOOTH PANEL SHALL BE INSTALLED ON THE PUSH SIDE OF THE 
DOOR. SEE ACCESSIBILITY DETAIL SHEET.

• THE SPACE BETWEEN TWO CONSECUTIVE DOOR OPENINGS IN A VESTIBULE, SERVING OTHER THAN A REQUIRED EXIT STAIRWAY SHALL PROVIDE A MINIMUM OF 48 INCHES OF 
CLEAR SPACE FROM ANY DOOR OPENING INTO SUCH VESTIBULE WHEN THE DOOR IS POSITIONED AT AN ANGLE OF 90 DEGREES FROM ITS CLOSED POSITION. DOORS IN A 
SERIES SHALL SWING EITHER IN THE SAME DIRECTION OR AWAY FROM THE SPACE BETWEEN THE DOORS.

• MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR EXTERIOR AND INTERIOR DOORS SUCH PULL OR PUSH EFFORT BEING APPLIED AT RIGHT ANGLE 
TO HINGED DOORS AND AT THE CENTER PLANE OF SLIDING OR FOLDING DOORS. COMPENSATING DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE UTILIZED TO MEET THE 
ABOVE STANDARDS. WHEN FIRE DOORS ARE REQUIRED, THE MAXIMUM EFFORT TO OPERATE MAY BE INCREASED UP TO 15 POUNDS.

FLOORS AND LEVELS

• TRAVEL SURFACES ARE TO BE STABLE, FIRM AND SLIP RESISTANT. 

• CARPET OR CARPET TILES SHALL BE SECURELY ATTACHED (ANCHORED OR RECESSED) AND HAVE A LEVEL LOOP, TEXTURED LOOP, LEVEL-CUT PILE OR LEVEL CUT/UNCUT 
PILE NOT EXCEEDING 1/2" IN HEIGHT. EXPOSED EDGES OF CARPET ARE FASTENED TO FLOOR SURFACES AND HAVE TRIM ALONG THE ENTIRE LENGTH OF THE EXPOSED EDGE.

CORRIDORS AND AISLES

• EVERY CORRIDOR SERVING AN OCCUPANT LOAD OF 10 OR MORE SHALL BE NOT LESS THAN 44 INCHES IN WIDTH (36" MIN. FOR < 10).

• CORRIDORS THAT EXCEED 200 FEET IN LENGTH SHALL HAVE ONE OF THE FOLLOWING:

1. MINIMUM CLEAR WIDTH OF 60"; OR
2. A 60" X S60-" MINIMUM WHEELCHAIR TURNING SPACE OR PASSING ALCOVE AT A CENTRAL LOCATION; OR
3. AN INTERVENING CROSS OR TEE CORRIDOR, A MINIMUM OF 44" IN WIDTH AT A CENTRAL LOCATION

• AISLES SERVING ONE SIDE SHALL BE 36", AISLES SERVING TWO SIDES SHALL BE 44" MIN.

• PROVIDE A 2” WIDE STRIP OF RESISTANT MATERIAL IN CONTRASTING COLOR AT 1” FROM THE EDGE OF THE LOWEST TREAD AND AT THE UPPER APPROACH TO EACH RUN OF 
THE STAIRS. AT EXTERIOR STAIRS USE PAINT FOR MARKING EACH TREAD UNLESS NOTED OTHERWISE ON DRAWINGS. 

ASSEMBLY AISLE WALKING SURFACES

• AISLES WITH A SLOPE NOT EXCEEDING ONE UNIT VERTICAL IN EIGHT UNITS HORIZONTAL (12.5-PERCENT SLOPE) SHALL CONSIST OF A RAMP HAVING A SLIP-RESISTANT 
WALKING SURFACE. AISLES WITH A SLOPE EXCEEDING ONE UNIT VERTICAL IN EIGHT UNITS HORIZONTAL (12.5-PERCENT SLOPE) SHALL CONSIST OF A SERIES OF RISERS AND 
TREADS THAT EXTENDS ACROSS THE FULL WIDTH OF AISLES AND COMPLIES WITH SECTIONS 1028.11.1 THROUGH 1028.11.3
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• FAUCET CONTROLS AND OPERATING MECHANISMS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED TO ACTIVATE CONTROLS 
SHALL BE NO GREATER THAN 5 POUNDS. LEVER-OPERATED, APPROVED PUSH-TYPE, AND ELECTRONICALLY CONTROLLED MECHANISMS ARE EXAMPLES OF ACCEPTABLE DESIGNS. SELF-CLOSING VALVES ARE ALLOWED, IF 
THE FAUCET REMAINS OPEN FOR AT LEAST 10 SECONDS.

• MIRRORS SHALL BE MOUNTED WITH THE BOTTOM OF THE REFLECTIVE SURFACE NOT MORE THAN 40" FROM THE FLOOR.

• OPERABLE PARTS (INCLUDING COIN SLOTS) OF ALL FIXTURES OR ACCESSORIES SHALL BE LOCATED 40" MAXIMUM ABOVE THE FLOOR (SOAP DISPENSERS, TOWELS, TOILET SEAT COVERS, AUTO-DRYERS, SANITARY NAPKIN 
DISPENSERS, WASTE RECEPTACLES, ETC).

• CLEAR FLOOR SPACE TO ALLOW FOR FORWARD ACCESS TO FIXTURES AND ACCESSORIES SHALL BE 30" BY 48" MINIMUM, UNLESS SPECIFIED OTHERWISE. ONE FULL UNOBSTRUCTED SIDE OF CLEAR SPACE SHALL ADJOIN 
ACCESSIBLE ROUTE OR WHEELCHAIR CLEAR FLOOR SPACE.

• CONTROLS AND OPERATING MECHANISMS ARE OPERABLE WITH ONE HAND AND DO NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED TO ACTIVATE CONTROLS SHALL BE 5 lbf. 
MAXIMUM.

• LOCATE TOILET TISSUE DISPENSERS ON THE WALL WITHIN 7"-9" OF THE FRONT EDGE OF THE TOILET SEAT. CENTERLINE OF DISPENSER SHALL BE 19" MIN. FROM FLOOR (BELOW GRAB BAR RECOMMENDED). ROLL DISPENSER 
SHALL BE CONTINUOUS AND SHALL NOT RESTRICT FLOW.

GRAB BARS

• GRAB BARS, TUB AND SHOWER SEAT, FASTENERS AND MOUNTING DEVICES SHALL BE DESIGNED FOR 250 LB. PER LINEAR FOOT LOAD.

• THE OUTSIDE DIAMETER OR WIDTH OF THE GRIPPING SURFACES OF A GRAB BAR SHALL BE 1-1/4" TO 1-1/2" INCHES OR THE SHAPE SHALL PROVIDE AN EQUIVALENT GRIPPING SURFACE.

• IF THE GRAB BARS ARE MOUNTED ADJACENT TO A WALL, THE SPACE BETWEEN THE WALL AND GRAB BARS SHALL BE 1-1/2".

• A GRAB BAR ON ANY WALL OR OTHER SURFACE ADJACENT TO IT SHALL BE FREE OF ANY SHARP OR ABRASIVE ELEMENTS.

• GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS. 

• EDGES SHALL HAVE A MINIMUM RADIUS OF 1/8".

• GRAB BARS SHALL BE MOUNTED 33" ABOVE AND PARALLEL TO THE FLOOR. (36" MAY BE ALLOWED FOR TANK TYPE TOILETS IF TANK OBSTRUCTS PLACEMENT OF BACK BAR).

• GRAB BARS AT THE SIDE SHALL BE PARALLEL, AT LEAST 42" LONG AND ATTACHED 12" MAX. FROM THE REAR WALL WITH THE FRONT END POSITIONED 24" IN FRONT OF THE WATER CLOSET OR 54" FROM THE BACK WALL, 
WHICHEVER IS GREATER.

• REAR GRAB BAR SHALL BE 36" MIN. AND ATTACH 6" MIN. FROM THE CORNER OF THE WALL ON THE TOILET SIDE.

HAZARDS AND PROTRUDING OBJECTS

• OBJECTS PROJECTING FROM WALLS (FOR EXAMPLE, TELEPHONES) WITH THEIR LEADING EDGES BETWEEN 27 INCHES AND 80 INCHES ABOVE THE FINISHED FLOOR SHALL PROJECT NO MORE THAN 4 INCHES INTO WALKS, 
HALLS, CORRIDORS, PASSAGEWAYS AND AISLES. 

• OBJECTS MOUNTED WITH THEIR LEADING EDGES AT OR BELOW 27 INCHES ABOVE THE FINISHED FLOOR SHALL PROJECT ANY AMOUNT.

• FREE-STANDING OBJECTS MOUNTED ON POSTS OR PYLONS MAY OVERHANG 12 INCHES MAXIMUM FROM 27 INCHES TO 80 INCHES ABOVE THE GROUND OR FINISHED FLOOR.

• PROTRUDING OBJECTS SHALL NOT REDUCE THE CLEAR WIDTH OF AN ACCESSIBLE ROUTE OR MANEUVERING SPACE.

• ANY OBSTRUCTION OVERHANGING A PEDESTRIAN WAY SHALL BE A MINIMUM OF 80 INCHES ABOVE THE WALKING SURFACE AS MEASURED TO THE BOTTOM OF THE OBSTRUCTION.

• WALKS, HALLS, CORRIDORS, PASSAGEWAYS, AISLES OR OTHER CIRCULATION SPACES SHALL HAVE 80 INCHES MINIMUM CLEAR UNOBSTRUCTED HEAD ROOM.

• ABRUPT CHANGES IN LEVEL, EXCEPT BETWEEN A WALK OR SIDEWALK AND AN ADJACENT STREET OR DRIVEWAY, EXCEEDING 4 INCHES IN A VERTICAL DIMENSION, SUCH AS AT PLANTERS, LOCATED IN OR ADJACENT TO 
WALKS, SIDEWALKS, OR OTHER PEDESTRIAN WAYS SHALL BE IDENTIFIED BY CURBS PROJECTING AT LEAST 6 INCHES IN HEIGHT ABOVE THE WALK OR SIDEWALK SURFACE TO WARN THE BLIND OF A POTENTIAL DROP OFF. 
WHEN A GUARDRAIL OR HANDRAIL IS PROVIDED, NO CURB IS REQUIRED IF A GUIDE RAIL IS PROVIDED CENTERED 3 INCHES PLUS OR MINUS ONE INCH ABOVE THE SURFACE OF THE WALK OR SIDEWALK.

CLEAR FLOOR SPACE FOR WHEELCHAIRS

• PASSAGES FOR SINGLE WHEELCHAIRS SHALL BE 36" CLEAR MIN. (32" CLEAR AT A POINT). PASSAGE FOR TWO WHEELCHAIRS SHALL BE 60" MINIMUM WHEELCHAIR TURN AROUND CLEAR SPACE SHALL BE 60" OR A T-SHAPED 
SPACE.

• 30" X 48" CLEAR FLOOR SPACE SHALL BE PROVIDED TO ALLOW FORWARD APPROACH TO OBJECT.

• ONE FULL UNOBSTRUCTED SIDE OF THE CLEAR FLOOR OR GROUND SPACE FOR A WHEELCHAIR SHALL ADJOIN ANOTHER WHEELCHAIR CLEAR FLOOR SPACE.

• FORWARD REACH HEIGHT FROM FLOOR SURFACE SHALL BE 48" MAXIMUM AND 15" MINIMUM.

• IF THE CLEAR FLOOR SPACE ONLY ALLOWS FORWARD APPROACH TO AN OBJECT, THE MAXIMUM HIGH FORWARD REACH ALLOWED SHALL BE 48 INCHES AND THE LOW SIDE REACH SHALL BE NO LESS THAN 15 INCHES ABOVE 
THE FLOOR. IF THE HIGH FORWARD REACH IS OVER AN OBSTRUCTION, THE HORIZONTAL DIMENSION OF THE OBSTRUCTION SHALL BE LESS THAN 25 INCHES. THE MAXIMUM HIGH FORWARD REACH ALLOWED SHALL THEN BE 
44 INCHES WHEN THE HORIZONTAL DIMENSION OF THE OBSTRUCTION IS BETWEEN 20 INCHES AND 25 INCHES. CLEAR AND UNOBSTRUCTED SPACE BENEATH THE OBSTRUCTION SHALL BE EQUAL TO OR GREATER THAN THE 
DEPTH OF THE OBSTRUCTION AND 30" HIGH CLEAR.

• IF THE CLEAR FLOOR SPACE ALLOWS PARALLEL APPROACH BY A PERSON IN A WHEELCHAIR, THE MAXIMUM VERTICAL SIDE REACH ALLOWED SHALL BE 54 INCHES AND THE MINIMUM VERTICAL SIDE REACH SHALL BE NO 
LESS THAN 9 INCHES ABOVE THE FLOOR. SIDE REACH IS ALLOWED OVER AN OBSTRUCTION PROVIDED THE OBSTRUCTION DOES NOT EXCEED 24 INCHES IN DEPTH OR 34" IN HEIGHT. THE MAXIMUM VERTICAL REACH OVER A 
24 INCH OBSTRUCTION SHALL THEN BE 46 INCHES. CLEAR FLOOR SPACE SHALL BEGIN 10" MAXIMUM FROM WALL.

• PROVIDE AN ADDITIONAL 12 INCH WIDTH ON ONE SIDE FOR ALCOVES GREATER THAN 15 INCHES DEEP AND DESIGNED FOR PARALLEL APPROACH, EXCEPT AT DRINKING FOUNTAIN ALCOVES WHICH MAY BE A MAXIMUM OF 24" 
DEEP BEFORE REQUIRING THE ADDITIONAL 12" CLEAR WIDTH.

• PROVIDE AN ADDITIONAL 6 INCHES WIDTH ON ONE SIDE FOR ALCOVES GREATER THAN 24 INCHES DEEP AND DESIGNED FOR FRONTAL APPROACH.

CONTROLS AND OPERATING MECHANISMS
   

• ELECTRICAL AND COMMUNICATIONS CONTROLS SHALL BE MOUNTED NO LESS THAN 15" ABOVE THE FLOOR (NOT APPLICABLE WHEN SPECIAL EQUIPMENT DICTATES OTHERWISE OR WHERE CONTROLS ARE NOT NORMALLY 
INTENDED FOR USE BY BUILDING OCCUPANTS)

• CONTROLS AND OPERATING MECHANISMS SHALL BE OPERABLE WITH ONE HAND AND DO NOT REQUIRE TIGHT GRASPING, PINCHING OR TWISTING OF THE WRIST. THE CENTER OF THE GRIP OF THE OPERATING HANDLE OF 
SWITCHES INTENDED TO BE USED BY THE OCCUPANT OF THE ROOM OR AREA TO CONTROL LIGHTING AND RECEPTACLE OUTLETS, APPLIANCES, OR COOLING, HEATING AND VENTILATING EQUIPMENT, SHALL BE NOT LESS 
THAN 36 INCHES NOR MORE THAN 48 INCHES ABOVE THE FLOOR.

VISUAL/AUDIBLE  ALARMS

• THE OPERATING COMPONENT OF FIRE ALARM INITIATING DEVICES (BOXES) SHALL BE LOCATED 44" MAX. ABOVE THE LEVEL OF THE FLOOR, WORKING PLATFORM, GRUNGE SURFACE OR SIDEWALK.

• NO PLACE IN ANY ROOM OR CORRIDOR SHALL BE MORE THAN 50' FROM SIGNAL (HORIZONTAL DISTANCE). IN LARGE ROOMS AND SPACES EXCEEDING 100' ACROSS, WITHOUT OBSTRUCTIONS HIGHER THAN 6' ABOVE FINISH 
FLOOR, DEVICES MAY BE PLACED AROUND THE PERIMETER, SPACED 100' APART MAX., IN LEIU OF CEILING SUSPENDED DEVICES.

• THE ALARM SHALL BE PLACED 80"ABOVE THE HIGHEST FLOOR LEVEL OR 6" BELOW THE CEILING, WHICHEVER IS LOWER.

1/2" = 1'-0"
3 ADA Bathroom Callout

1/2" = 1'-0"
1 ADA 1

1/2" = 1'-0"
2 ADA 2

1/2" = 1'-0"
4 ADA 3

1/2" = 1'-0"
5 Accessible Parking Tow Away Sign

1 1/2" = 1'-0"
6 Accessible Vehicle Parking Spaces
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